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CONTROL U N IT

DELTA CU4 Direct Connect

APV VALVE S

The APV DELTA CU4 Control Unit line for valves provides an 

interface between the PLC control system and the pneumatic 

process valve in a pipe work.  The DELTA CU4 is mainly used 

in the brewery, dairy, beverage, processed food, healthcare and 

pharmaceutical industries.

KEY FU NCTION S
• Air supply control on/off to the pneumatic valve actuator

• Electrical feedback on the valve stem position

• Electrical communication with the PLC system

FLEXI B I LITY

The DELTA CU4 Direct Connect is part of the APV DELTA CU4 

product line family sharing a common piece part platform. Due to 

its modular design, the DELTA CU4 can be adapted to the various 

APV valve lines (BFVs, SSVs, DSVs) via individualized adapters.  It 

is a suitable option for retrofi t on APV’s valves installed base and 

can also be retrofi tted via adapters on other vendors’ valves.

E LECTR ICAL DATA :  D I R ECT CON N ECTION

S U P P LY VO LTAG E: 15-48VD C,  (R EVE R S E P O LAR ITY 
P R OTE CTI O N)

P OW E R C O N S U M PTI O N: TYP I CALLY 35MA,  AT 24VD C
(P OW E R O N,  2 LE D,  1 S O LE N O I D 
VALVE)

3 I N P UT S I G NALS:
(D I ,  C O NTR O L O F S O LE N O I D S)

10 – 48 V AC/ D C, 
I S O LATE D/O PTO-C O U P LE D

2 O UTP UT S I G NALS:
(D O,  VALVE F E E D BAC K)

U MAX.  48V AC/ D C, 
I S O LATE D/O PTO-C O U P LE D

D IAG N O S I S: S O LE N O I D M O N ITO R I N G

G E N E RAL TECH N ICAL DATA

P R OTE CTI O N 
C LAS S: I P67,  C O M P LI E S W ITH N E MA6

AM B I E NT TE M P E R-
ATU R E: -20°C – 70°C

AI R S U P P LY: 6-8 BAR

N U M B E R O F
S O LE N O I D S:

1,  3 
O PTI O NAL N OT E LE M E NT (A N OT E LE M E NT P R O-
V I D E S AUTO MATI C A I R AS S I ST TO TH E BAC K 
S I D E O F TH E P I STO N TO I N C R EAS E P R O D U CT 
H O LD I N G P R E S S U R E)

F E E D BAC K 
S E N S O R S:

2 I NTE R NAL O R 2 E XTE R NAL F E E D BAC K S E N-
S O R S SW ITC H E S FO R VALVE O P E N /VALVE 
C LO S E D P O S IT I O N D ETE CTI O N

I N D I CATO R S:

LE D S FO R STATU S 
VALVE O P E N
VALVE C LO S E D
P OW E R / D IAG N O S E 
(U P P E R S EAT L I FT)  
(LOW E R S EAT L I FT)

Please read Operating Manual


